ZAKEADY URZADZEN KOMPUTEROWYCH ELZAB S.A.
ul. Kruczkowskiego 39, 41-813 ZABRZE

TESTING & CALIBRATION LABORATORY
tel. 32 3706 249, laboratorium@elzab.pl

EMC TEST REPORT

No. REMC/45/2017

Requirement | PN-EN 60255-26:2014-01 (EN 60255-26:2013)

PN-EN 55011:2016-05 (EN 55011:2016)

PN-EN 55032:2015-09 (EN 55032:2015)

PN-EN 61000-4-2:2011 (EN 61000-4-2:2009)
PN-EN 61000-4-4:2013-05 (EN 61000-4-4:2012)
PN-EN 61000-4-5:2014-10 (EN 61000-4-5:2014)
PN-EN 61000-4-6:2014-04 (EN 61000-4-6:2014)
PN-EN 61000-4-11:2007 (EN 61000-4-11:2004)

Laboratory test

methods

Device under test | Automatic Transfer Switching Controller

Model | ATS-3

Manufacturer | ZEG ENERGETYKA Sp. z o.0.

ul. Zielona 27
43-200 PSZCZYNA

Address

Applicant | ZEG ENERGETYKA Sp. z o0.0.

ul. Zielona 27
43-200 PSZCZYNA

Address

The results refers exclusively to the test presented test sample.
The test report shall not be reproduced except in full.




TESTING & CALIBRATION LABORATORY

ELZAB S.A., Kruczkowskiego 39, 41-813 ZABRZE

1. Referenced standards and test summary
Description of test Test method Result
Emission tests according to PN-EN 60255-26:2014-01
Conducted emissions on the power line test PN-EN 55011:2016-05 PASS
Radiated emissions PN-EN 55032:2015-09 PASS
Immunity tests according to PN-EN 60255-26:2014-01
. . PN-EN
Electrostatic immunity test 61000-4-2-2011 PASS
. . : ) PN-EN
Electrical fast transient/burst immunity test 61000-4-4:2013-05 PASS
. . PN-EN
Surge immunity test 61000-4-5:2014-10 PASS
Immunity to conducted disturbances, induced by PN-EN PASS
radio frequency test 61000-4-6:2014-04
Voltage dips, short interruptions and voltage PN-EN PASS
variations immunity test 61000-4-11:2007

Date of tests start

20-10-2017 02-11-2017

Test engineer: Tomasz Wojcik

Date of tests finish

Date of issue

20-11-2017

Krzysztof Gostkowski . 700 PoiiUa Lot
KIEROWNIK L/—\BORAT_OR\UM
Badawczego i Wzorci:f\cego
Checked, approved: Krzysztof Gostkowski . Jore é?t'(;_l 8%&[ Rk ki

2. Test setup of equipment under test

= Test manner:

power supply: 230V 50Hz
normal mode of operation

o
=]

a

industry environment

EMC TEST REPORT

REMC/45/2017

The sample without serial number was chosen and delivered by the applicant

zone B electrical environmental level according to PN-EN 60255-26:2014 — typical
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